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LED Neon Installation Guide 
 
 

Decide what you require for your project: 

1. Measure the length of the Neon you require. 

2. Decide which profile and voltage is the most suitable for your project; 240VAC for long continues 
runs up to 180 metres, 24VDC for shorter runs that may require cutting and joining, maximum length 
30 metres. 

 

 

 

   Standard  Round   RGB  

3. If you need accurate lengths divide your measurement by the cut length unit of you chosen Neon 
type (i.e. 914mm for blue 240VAC or 76mm for Green 24VDC).  For example 20 metres = 20,000 
divide by 914mm = 21.88 so you can either have 21 units (19.194 metres) or 22 units (20.108 
metres). 

4. Add your accessories to your order, 24VDC adapter is required, you will also need a mains lead 
plus end cap and consider how to fix the Neon. The easiest way is to use the aluminium/Plastic 
channel, either by the entire length or by cutting small lengths of channel if you wish to shape the 
neon. If you want to cut the neon you can do so at any cutting mark and you can use either a fixed L 
connector or an extension join; to cut and join two separate lengths together. 

5. You are provided with pins and heat-shrink for all joins and end cap. 

 6. If you require a transformer, times the length of your neon rope light by the watts per metre. 

7. Note if your fitting is outside you must use waterproof super glue (not supplied) to seal all joins. 
And a waterproof cable connector must be used between the 24VDC driver and neon. 

Tools Required: 

A heat gun to shrink the PVC tube 

Hack saw or sharp Knife to cut (only at the cut marks) the Neon 

A flat blade screwdriver, to help push in the connector pins (make sure you do not push them in at 
an angle or you could break them) 
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Notes 
 
Do not plug it into power source when the neon is still wrapped in a roll or in a spool to avoid over heating. 
• Do not plug it into power source before installation is fully completed 
• Make sure the power source and LED NEON has the compatible voltage. 
• The LED lamps can not be replaced and can not be repaired. To avoid fire and shock hazard, do not use if 
the outer insulation is damaged. 
• The power connection can not be replaced and can not be repaired. If power cord is damaged, replace 
wit a new one from supplier. 
• LED NEON can ONLY be cut at the indicated cut mark. 
• Do not cover LED NEON by any object or material when it is in use. 
• The end of LED NEON must be fully inserted into the End Cap and fixed tight. 
• For outdoor use, add silicon glue on the connectors and end cap for waterproof. And, add additional PVC 
tube for sealed use 
 
Controllers for RGB 
 

1.Input Voltage:DC12V-DC24V, Max load current:8A/CHx3,Max load power:300W/600W(12V/24V),25 changing modes  

2.Input Voltage:DC12V-DC24V, Max load  current:8A/CHx3,Power output:1-600W(24V),1-300W(12V),Auto overload protection,34 
colorskipping,gradual,flash,chasing etc,changing speed 0-100 levels,0-100 levels per RGB, DMX512/1990  

 

3. Input Voltage:DC5V-DC24V, Max load current:6A/CHx3,Max Power output:90W(5V),220W(12V),450W(24V),256 steps per 
RGB 

 

4.Input Voltage:DC5V-DC24V, Max load current:6A/CHx3,Max Power output:90W(5V),220W(12V),450W(24V),256 steps per RGB,                        
Remote control distance,50m with obstacles,100m without obstacles 

5.Input Voltage:DC5V-DC24V, Max load current:5A/CHx3,Max Power output:75W(5V),180W(12V),360W(24V),changing 18 modes,256 steps per 
RGB,mixing up 4096 colours, infrared remote controller  

 

6.Input Voltage:DC5V-DC24V, Max load current:6A/CHx3,Max Power output:90W(5V),220W(12V),450W(24V),output 256 scale 
levels,DMX512/1990,3 constant voltage channels,3 or 4 
DMX channel 

 

Power repeater, Input Voltage:DC5V-DC24V,Max load current:5A/CHx3,Max output power:5W(5V),180W(12V),360W(24V)    

7.Input Voltage:DC12V-DC48V,Constant voltage PWM,Max load current:6A,75W(12V),150W(24V),220W(36V),280W(48V),Dimming range:0-
100%,256 scale levels 
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8.Voltage input DC12V/DC24V,Max load current 4A/CH×3,Max output power144W(12V)/288W(24V),Dimming Control RF433MHZ Remote 
distance 15M,Function7 colours changing, ON/OFF, Flash, Jump, Speed, Brightness, Auto Dimension 

 

9..Voltage input : DC12V/DC24V ,Max current load 3A/3CHs,Max output power 108W/216W(12V/24V) Function: 5 factory preset sequences, 
Dimension 115x35x30(mm),Dimming Control: IR Remote Controller  

 

10. Voltage input : DC12V/DC24V,Max load current 5A/CH×3,Max output power 108W(12V)/216W(24V) Dimming Control PWM, Dimension 
165x42x27(mm)  

 

11.Input Voltage 12VDC(Include 220/110VAC)to 12VDC(Power adaptor),Power Consumption <5W,Memory 32KB,Output channel 1 port 

RJ45,Transmission interface DMX512/1990,Transmition speed 250Kbps,Pixels 50 pixels 170 pixels max., Control mode Asynchronous full-colour 
control ,Dimension 162x123x53(mm) ,Remote distance 50M ,Description Fixed 30 modes, such as flash, fade, streamy,  chase, etc. 

 

12. Voltage input : DC12V/DC24V,Max current load 5A/3CHs,Max output power 180W/360W(12V/24V) Function: RJ45 cable, DMX address 
setting, Dimension 175x35x45(mm) 

 

13. Voltage input DC12V/DC24V,Max load current 5A/CH×3,Max output power 108W(12V)/216W(24V),Dimming Control RF433MHZ Remote 
distance 30M,Function 16 million colours changing, ON/OFF, Flash, Strobe, Fade, Smooth, Brightness 

 

14. рмн LƴǇǳǘ ƻǊ hǳǘǇǳǘ ŎƘŀƴƴŜƭΣ ¦{. ǇƻǊǘ ŎƻƴƴŜŎǘƛƻƴΣ ŎƻƳǇŀǘƛōƭŜ aŀǊǘƛƴ [ƛƎƘǘ WƻƪŜȅΣ tǊƻŦŜǎǎƛƻƴŀƭ t/ ǎƻŦǘǿŀǊŜΩǎ {ǳǇǇƻǊǘ aŀǊǘƛƴ [ƛght jockey, 
DasLight (XP),FreeStyler,DMXControl,Pc Dimmer 2008,abuelites,Sunlite Magic 3D Easyview(input),Sunlite 
SLMEV,MagicQ,LumiDMX,LEDMatriX,MasterPeace,Wysiwyg,Arkaos VJ and others.DIY  

 

 
 
Accessories Available 
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Photo Gallery 
 
 

 
 
 
 


