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Part Name          LED TUBE (G13)             

 

Part No.        TS-OB-FT9Hxxxx-V6-xx      

 

Version                 V0                     
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1. Feature 

Â  

Aluminum heat-sink base and No Glare 

Â  

Using constant current with P.F.C mode. 

Â  

Using small-chip shunt theorem 

Â  

Support traditional fluorescent tube standards interface. 

Â  

More energy saving by 50%~70% than traditional fluorescent tube 

 

2. Product Overview 

Â  

Aluminum heat-sink base can dissipate more heat and lead to a longer life span. 

Â  
More stably luminescence efficiency by constant current mode, and support PFC function.   

Â ̢ 

Using small-chip shunt theorem lowers chip driving barrier and increases its efficiency. 

Â  
The product uses the same tube standards as that of traditional fluorescent tube, so that it can support 

original traditional lantern set. 

Â  
The product saves energy by 60%~70% because of semiconductor diode light source and starting 

under little current and low voltage. 

 

3. Naming Norms 
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4. Product Specification 

4.1 Electronic Characteristic 

Item FT9H0330 FT9H0578 FT9H0895 FT9H1196 FT9H1500 

 

Input Voltage Range 
Voltage=100~240V(AC) / Frequency=47~63Hz 

LED 

LED Quantity 
64Pcs/Seat 128Pcs/Seat 192Pcs/Seat 256Pcs/Seat 320Pcs/Seat 

 

Power Factor 
>0.80 @115Vac , >0.80 @230Vac 

(LED) 

Power Dissipation(LED) 
0.07W 

 

Electrostatic Discharge 
±2 KV(HBM) 

 

Power Consumption 
5W 10W 15W 20W 25W 

The Device Diagram 

 

The Power Module Diagram 

 

The tolerance of total power consumption is ǰ15% 
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4.2  Mechanical Characteristic 

Item FT9H0330 FT9H0578 FT9H0895 FT9H1196 FT9H1500 

LED  

LED Package Type 
Rectangle white 3 × 2mm P-LCC-2 Package with Silicone Resin. 

LED  

Package Technology 
InGaN 

 

Heat-Sink Specification 
Aluminum(AA6063) 

 

Mask Specification 
PC 

PCB  

PCB Specification 
FR4(94-V0) 

 

Socket Specification 
G13 

 

Tube Diameter 
ű28 mm 

 

Tube Length  
330mm 578mm 895mm 1196mm 1500mm 

  

 

 

Because of country differential, the length of tube wills non-accord so please assign customer in to order. 
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4.3 Optical Characteristic  

Item FT9H0330 FT9H0578 FT9H0895 FT9H1196 FT9H1500 

 

View Angle 
120ǯ 

 

Color Rendering Index 
75 

 

Luminance (3500K / 1M) 
85 Lx 160 Lx 240 Lx 260 Lx 350 Lx 

 

Luminance (4500K / 1M) 
90 Lx 180 Lx 270 Lx 300 Lx 380 Lx 

 

Luminance (6500K / 1M) 
100 Lx 200 Lx 300 Lx 350 Lx 450 Lx 

 

    

 

1. The measurement time of luminance is stably after 30min. 

  

2.  The tolerance of luminance is ǰ10% 
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5.  Reliability Characteristic  

5.1 Environment Characteristic 

Item FT9H0330 FT9H0578 FT9H0895 FT9H1196 FT9H1500 

 

Heat-Sink Surface Temp. 
<60ʕ 

 

Storage Temp. Range 
-20°~60°C 

 

Operating Temp. Range 
-10°~55°C 

 

  

 


